


Aachen, Germany  
���§�� +49 241 168 090
��  +49 241 166 465
�
  info@digatron.de 
�� �� www.digatron.de  

Qingdao, China
�§  +86 532 8608 9988
��  +86 532 8608 9909
�
  info@digatron.com.cn
�� �� www.digatron.com

Shelton, (CT), USA
�§  +1 203 446 8000
��  +1 203 446 8015
�
  info@Þ ring-circuits.com 
�� �� www.Þ ring-circuits.com  

MCFT 60/20-5-64 Technical Data per Circuit

Charge/Discharge Current 0.02 … 20 A

Peak Discharge Current 60 A (30 s, 30 min o� )

Charge/Discharge Voltage 2 … 5 V

Voltage accuracy ±0.2 % full scale

Current accuracy ±0.1 % full scale

Terminals for +I, -I, +V, -V

MCFT PC Interface

Programmable Regulating Parameters Current, Voltage

Programmable Termination Conditions Voltage, Current, Ah, Wh, Temp

Controlled Curves
Constant Current for charge and dis-
charge, constant voltage for charge

Functions
charge, discharge, pause, DC resis-

tance, OCV

Programs with host computer unlimited

Programe Length 100 steps

Step time 1 sec to 596 hrs

Data Acquisition Rate 1 sec

Network Protocol TCP/IP

Power Technology linear (MOS-FET)

Number of Channels 64

Ambient Temperature 10 … 40°C (68 … 104°F)

Cooling Method Air cooled (fans) front to back

Power Supply 3 phase, 16 kVA

Utilization Factor 100 %

Dimensions (H x W x D) 1950 x 670 x 800 mm

Weight approx. 500 kg

MCFT 60/20-5-64 General Technical Data per Cabinet

 

- 
+
- 
+

- 
+
- 
+

SENSE 

BATT. 

back

rev190111


